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STEP 3: Connect the Photosystem as follows:

A

Remove the transmitter and receiver from their “U* mounting brackets.

Refer to Figures 2 through 4 for various wiring options for the SAFE-FINISH Photosystem.
Steps B and C, below, describe the wiring for Series Connection with Receiver First, as
illustrated in Figures 2&3.

B.

Run a wire pair (not supplied) around the garage door jamb between the transmitter and
receiver "L mounting brackets. NOTE: Leave about 12° of extra wire at each end. Use a
minimum 22 gauge solid "trace” wire for interconnect.

Run a wire pair (20 or 22 gage solid wire) from the receiver position (unit with “LED" light in
the front, may be either side of the door) back to the rear bulkhead of the garage door
opener. NOTE: Leave about 12” of extra wire at the receiver end and about 24" of extra
wire at the opener end.

Strip approximately 5/16” from each wire end at the pnotosystem units and at the opener.

Using two (2) wire nuts (supplied), connect the wire ends at the Safe-Finish Photosystem
transmitter to the pigtail wire ends coming out of the transmitter unit. Although not required,
it is recommended to connect the trace wire ends together and the unmarked wire ends
together.

Using two (2) wire nuts (supplied), connect the wire ends at the Safe-Finish Photosystem
receiver to the pigtail wire ends coming out of the receiver unit. Although not required, it is
recommended to connect the trace wire ends together and the unmarked wire ends
together.
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