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OPERATIONAL CHECK
To check opration, move back  reasonablo distance (sbout 50 1) and pross
ihe transmitor buiton. Operation shauid bo relisbla ai this distance but
environment and iocation of both ho transmitter and raceiver wi affect tha
range. f tho transmior is stowad wel out of S & may  be necessary 1o
femove it rom it mouniing and nold near the wingshiald Try fferent locatons
and positons. f poration i sl unsalistactory. the problem may bs ssolared by
1.Checking the door aperator. If tha door will not opon when the wall buton is
pressed, the problem s kel 10 bo tho aparator I 1ha door willapen by préssing
e wall btton,but ot when the raco control buton s pressed ihe probiem 3
probably n the racios.

2 Replacing ho transmiter battery. I ator performing the above operational
chacks, o cantos il o notncion, they $hould b returned 10 your dealer or
repa ot roplacement.

‘CAUTION: Any changes or modifcatons n intentional or uninentional radiaors

which aro not expressly approved by LINEAR! LLC couid void he usor' autfonty

{0 operato this oquipment This applos to itentional and nintentinal (adators

coriliod por Part 15 of o FC.C. rujes and rogulations.

wEaRLLe
(800) 421-1587 + (760) 4387000
e ingarcorp.com
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INSTALLATION INSTRUCTIONS]

DIGITAL TRANSMITTER MODEL 3079

Congratuations! You have just purchased @ MULTI-CODE Digfal Transmifer,
Whch we bellewe 10 be the fines product of s kind on the matkel Wi a it
care Ihs transmiter should provide you with many years of excelent sorvico
Pleaso take a moment o read he olowing nsructons and you wil fd thl soting
Your new transmitor wil be qut an easy mater.

ACCESSING THE CODE SWITCH
Insert a small coin no the sot located t the botiom ond of the ransmiter.Twist
the coin and remove ho access cover 1o &xpose the coco swich and batiery
compariment
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SELECTING A CODE.
You may solyour ransmittr o any code you desiro but be sure that the code you
sol maiches iho codo that has beon sat on your radl recaiver. The Gigtal code
is determined by 1 posilons of tho 10 smal swiches numborod 1 INough 10
localed in the receiver and ransmiter. Any combinaton of ON (GLOSED) or OFF
(GPEN) positons can bo slectad by using & smal scrowckiver o ball point pa.
(NOTE: The swiches are in the On" posilon when 1o ido nex! 10 the numbor
is prossad in) In Soling your own parsonal cods we sirongly urge that several
coting schemos be avoidod: ALL ON: AL OFF: 2.468,10 ON: 13.5.7.9 ON.
These posiions are similar to our o othor manufaciurors test posiions, o ar
{foquenty used. O e cads has been el check i aperaton and roplaca
ho hatchos.

TRANSMITTER INSTALLATION
The transmittr s completely solf contained, including battery, and can bo
operated whila mounted n 1o car 1 s suppled wih a cip for ataching o tho
s visor, f Gesirod. I ho clp s used altach to the case by sicing it nlo tho
Tocoss proviaed on the back of tho ranamier ntil ine small dmples Tt ito the
oies in 1o cip.

‘TRANSMITTER BATTERY REPLACEMENT
Repiacement battory - 9 voit NEDA 1604 (Evereacly 216 or equivalent).

The baltery in the transmiter can bo chocked o changed by removing the front
fower hal o the ransmier. Relor 1o he ireclons under “ccessing the code
swich or battry replacemen.

O REPLACE OR ADD A SET
A raplacomont or now ransmite o rocalver may bo purchased by spacifing tho
Modal Numbor and the AF frequency designaied on 1o Gentfication abel Tha
RF froquoncy is sa at ho factory and must ot be adjusted n he fald. Tho digial
cods can be malched o the comparion roceiver o ransmier by folowing the
above procedure.





